
(i) Micro-AD (micro Biodigester) for lignocellulosic residues.
(ii) Dry-AD (Dry Qube) for agricultural waste.
(iii)Single AD (single biodigestor) for varied organic fractions. 
(iv)Domestic digester for food or animal waste.
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Objective
To evaluate the environmental and socio-economic implications of circular waste-to-energy strategies 

identified within the framework of the Bio4HUMAN project using a life cycle assessment (LCA) perspective.

Background

Methodology

Conclusions
Developed within the Horizon Europe project Bio4HUMAN, this study assessed circular Waste-to-

Energy technological organic waste management solutions in humanitarian settings.

All anaerobic digestion scenarios outperformed conventional practices, with Dry-AD achieving the 

best overall performance across all indicators. However, the lack of local data on waste composition 

and technology efficiency remains the main challenge.

The transition toward sustainable bio-based solutions in humanitarian contexts requires strong 

collaboration among local stakeholders, including academic institutions, humanitarian 

organizations, and supply chain actors.

Acknowledgments

References

Normalized environmental and social performance of biowaste management 

Anaerobic Digestion (mix – max normalization)

Humanitarian organizations face missing tools and insufficient support to improve sustainable waste management

Poor or inexistent 

Waste Management 

Hard-to-reach 

locations 

Lack of priority, especially 

in emergencies 

Financial and 

political constraints

❑Inadequate waste management: 81% of waste is either openly dumped or burned.

❑Limited controlled disposal: only 13% of waste ends up in controlled dumping sites, which, while 

better, still falls short for adequate management, at least in terms of collection and sorting.

❑Minimal recovery and valorization of organic waste: Recycled by waste pickers (4%); Reuse (1%); 

Compost (1%) [4]

❑The overwhelming majority of waste is not adequately managed, emphasizing a critical need 

to improve solid waste systems and promote circular economy strategies.

Addressing the challenge brought by the solid waste management crisis in humanitarian 

settings by deploying innovative bio-based solutions, systems, and technologies.
27 innovative 

solutions identified

1 2 3
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Anaerobic

digestion (AD)

Two humanitarian settings: 
South Sudan and the Democratic Republic of the Congo

System boundaries

Biowaste (1 ton)

(organic fraction)

Functional unit

Biogas (Heat)

Fertiliser (proxy: NPK)

Avoided products

Inventories:

Electricity

Manure

EF 3.1

Four types

Biowaste Open dump (RoW)

Municipal solid waste (proxy)
Open burning (RoW)

Alternative to conventional:

Open dump and Open Burning

❖ Biodigestion systems show improved performance by recovering energy 

(heat) and nutrients (fertilizer).

❖ Dry-AD achieves the best performance due to higher process efficiency.

Potential solution for organic waste
valorisation [1-2]

[3]
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Results

[VLR: Very Low Risk; LR: Low Risk; MR: Medium Risk; HR: High Risk; VHR: Very High Risk]
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Bio4HUMAN LCA results [3]
Environmental and social screening - LCA

(scenario-level comparison)

Bio4HUMAN social participatory - LCA 

end-of-life tecnologies [4] 

(context-specific insights)

Available online

❑ Social assessment depends strongly on stakeholder 

engagement and access to primary data. 

❑ Screening tools such as SOCA enable rapid assessments, 

limited social data availability remains a major challenge for 

capturing context-specific impacts.

Participatory social-LCA

Social performance evaluated across
18 social impact categories (D6.1)
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